
Strands RGB
 Specifications

STRANDS RGB REPEATER 

-  Wireless Remote Control.
-  3-channel RGB controls, Max 5A per channel.
-  Amplifies power of synchronous signal.
-  Accepts PWM (Pulse Width Modulation) control.
-  Works with both LED and DMX Controllers.
-  Allows you to connect and synchronize multiple runs.

PRODUCT DESCRIPTION

INPUT POWER - 12VDC

CHANNEL - 3

WEIGHT - 260g

SIZE -  (W) 1.5” x (H) 1” x (L) 6.5”

REPEATER

1346 Pioneer Way, El Cajon, CA 92020
(619) 442-0577 FAX (619) 442-0578

www.TubeLightingProducts.com

ORDERING INFORMATION

REV. 6/23/15

 

OUTPUT CURRENT - 5A MAX / Channel

OUTPUT POWER - 12V: 180W

EFFICIENCY - 70% min

DATA REPEATER

DESCRIPTION SIZEINPUT POWER

 (W) 1.5” x (H) 1” x (L) 6.5”DSH-RGB-REPEATER

CATALOG #

RGB-R 12VDC

CONNECTION DIAGRAM
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DATA REPEATER

MODEL: XA3-30500
5AX3 CHANNEL REPEATER
TOTALLY 180/360W
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DC DRIVER
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LED CONTROLLER
MODEL: DSH-RGB-CONTROLLER
INPUT: 5V-24VDC
OUTPUT: MAX 1BA IN ALL
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