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STR-CNL   is used as a mounting option for Stringers.

LENGTH - Maximum run 8 feet. 

MATERIAL - Compound #87416 PVC

DIMENSIONS  - 0.695” x 0.375”

RETAINING CLIPS  - 4 per foot (included)

Retaining Clip

MOUNTING OPTIONS  - Channel can be mounted
    with screws, adhesive, 
   double-sided tape, etc.

TO ORDER  - Specify STR-CNL/ Length

1) Insert STRINGER-HORIZONTAL cable into channel.

2) Snap on a Retaining Clip over the channel, behind each socket.
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GENERAL NOTES

PART#: STR-CNL/8'-WH
FINISH: White
LENGTH: STD. 8 Feet Each
MATERIAL: Compound #87416 PVC
DIMENSIONS: .695" x .375"
RETAINING CLIPS: 4 Each @ Ft.
(Included)

Horizontal Stringers
Mounting Channel

Installation of HORIZONTAL STRINGERS
 has always been “quick, simple and easy”.
But now with our new mounting channel, 
installation is quicker, simpler and easier!

Simply install mounting channel to the surface where you want to run stringers.
Mounting channel can be mounted with screws, nails, 

staples, hot glue, double sided tape, etc.
Once the mounting channel is in place, insert the

HORIZONTAL STRINGER cable into the channel and snap 
on a retaining clip over the channel behind each socket.

WHAT COULD BE EASIER???
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