
        -  LED SMD 3528, nominal 
LED’s spaced at 5/8” intervals. 

PXY-12V/24V-XX
Specifications

BASE - Aluminum extrusion. White Powdercoating.

LENS - Frosted Polycarbonate Lens. 

WATTAGE - 1.46 watts/ft. 

 - Specify 12V or 24V when ordering. VOLTAGE

LED

BEAM ANGLE 

 

- 120 degrees.

LIFE HOURS - 60,000 hours.

ELECTRICAL - Flexible circuit board ribbon. 

WARRANTY - 3 years from date of purchase.

LISTING Listed (E166352 IFDR) (E 348777),          approved. 

 

LENS / BODY

Stem Mounting Option Surface Mounting Option

1.67 (h)  x  1.35 (w) 1.57 (h)  x  1.06 (w)

ENDCAP

PYXY STYX  are sleek linear LED lighting stips.  The nominal 1” square 
pro�le sports a white lens the full length on 3 sides. By placing 
any of the standard output  LED tapes as it’s source, 
Pyxy Styx will take on that color!  Pyxy Styx are seamless up 
to 20’@ 24V.  They can be surface mounted, or stem hung 
(stems suggested every 4’).  Great for Architectural Design!

PYXY STYX

ORDERING INFORMATION

REV. 08/12/18

1346 Pioneer Way 
El Cajon, CA 92020

(619) 442-0577 FAX (619) 442-0578
www.TubeLightingProducts.com

F REV. 

PXY-12V-W31
PXY-12V-W40
PXY-12V-W60

PXY-12V-W27

CATALOG #

White (3100K)
White (2700K)

White (4000K)
White (6000K)

LED COLOR

PXY-24V-W31
PXY-24V-W40
PXY-24V-W60

PXY-24V-W27
White (3100K)
White (2700K)

White (4000K)
White (6000K)

PXY-12V-RD
PXY-12V-GN
PXY-12V-BL
PXY-12V-AM

CATALOG #
Red
Green
Blue
Amber

LED COLOR

PXY-24V-RD
PXY-24V-GN
PXY-24V-BL
PXY-24V-AM

Red     (SPECIAL ORDER)
Green  (SPECIAL ORDER)
Blue     (SPECIAL ORDER)
Amber (SPECIAL ORDER)


